Jain Spirit PRO

The Future of Agriculture is Here....

Jain Spirit PRO Controller is a state-of-the-art device designed to streamline and

optimize your irrigation system. Whether you're managing a small garden or a large

agricultural operation, this controller offers advanced features to efficiently manage

watering schedules and ensure the health of your plants.

FEATURES
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MOBILE App Based Operation. (Android — V12 onwards)

Time Based Irrigation Mode

Adjustable Time Entry for Irrigation & Fertigation Valve. User can flexibly change
start times and duration of each valves

Valve Setup for Selection of Irrigation/Fertigation/Co-Valve/Backwash operation.
Twenty five adjustable Sequence with five start times for each sequence for Time
Based Irrigation Mode.

Programmable with Two irrigation head

Selection of Sequence for Weekdays for Time Based Irrigation Mode.

Cyclic Filter Backwash Option

Main Pump / Fert Pump / Blower Control

10. Automatic resume of Irrigation Cycle upon Electricity Power Failure.

11.

Can be connected wirelessly to Irrismart RTU

SPECIFICATIONS

Power Requirement for the controller.
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Load Capacity 16 Valves MAX + 16 Irrismart RTUs with 4 output each

Solenoid Coil 24 VAC@3W @irrigation controller and 12 VDC latch for RTUs
230VAC to 24 VAC Transformer for Solenoid Valve Operation

Operating Input Power supply range : 200 to 250 VAC single phase supply with
neutral

Earthing requirement: 0 to 2 VAC between earth and neutral. 210 to 240 VAC between
phase and earth



