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Multiple	Master	Media	Filter

Various Connection  
Options Available

Threaded connection, 
Flanged connection or Easy 
Fix™ connection available

Equipped with Pressure 
Check Assembly

To check pressure from 
inlet side and outlet side, 
additional Pressure check 

assembly provided

Innovative Compact  
Filter Design 

To install filter in smaller area, 
filter is compacted without reducing 

performance

Unique Smart Clean Element
Unique	‘Smart-Clean’	element,	

assures high performance 
and	effective	filtration.	(Flow	

direction	Out	to	In)

Various Connection Options 
Available

Threaded connection, Flanged 
connection or Easy Fix™ connection 

available

Jain Super Flow® - Classic

Easy for Maintenance
Strong and smooth opening, 
drip-tight	SS	clamp	closure.
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Additional Features
•	 Manufactured	 from	 special	 plastic	 alloy	 material	 which	

gives very high stiffness, toughness, heat and impact 
resistance.

•	 Excellent	chemical	and	weather	resistance.

•	 Ribbed	 body	 construction,	 designed	 to	 withstand	 water	
hammer	and	surges	in	the	pipe	line.

•	 Maximum	operating	pressure	6	kg/cm²	(85.2	psi).

•	 Available	in	standard	filtration	of	100	micron.	(Other	mesh	
sizes	are	available	On	demand)	

•	 Available	 in	2”	 (20	&	25	m³/hr),	2	½”	 (30	&	40	m³/hr)	and	 
3”	(50	m³/hr)	inlet	&	outlet	connection	sizes.	

•	 On	demand,	Jain	Super	Flow	Plus	can	also	be	supplied	with	
automatic	flushing	arrangement.

Applications
•	 Used	 for	 water	 filtration	 of	 drip	 &	 landscape	 irrigation	

system.

technical Specifications

Nominal Flow 
Rate

Inlet / Outlet 
Connection

Screen  
Surface Area

Gross  
Weight

m³/hr gpm inch m² kg lbs
20 88 2” 0.95 3.00 1.6
25 110 2” 0.126 3.70 8.1
30 132 2½” 0.126 3.50 7.7
40 176 2½” 0.126 3.70 8.14
50 220 3” 0.126 3.70 8.14

Clean Pressure Drop Chart

Size
Flow  

m³/hr
K m

Pressure Drop - kg/cm²  w.r.t. Flow m³/hr

5 10 15 20 25 30 40 50 60 70 80 90 100

2 20 0.00073 0.178 0.0018 0.0043 0.0106 0.0257 0.0626 0.1524 0.9033 - - - - - -

2 25 0.03045 0.069 0.0429 0.0606 0.0854 0.1205 0.1699 0.2397 0.4768 0.9484 1.8866 - - - -

2½ 30 0.00004 0.183 0.0001 0.0003 0.0006 0.0016 0.004 0.01 0.0624 0.3894 - - - - -

2½” 40 0.01423 0.044 0.0178 0.0221 0.0276 0.0344 0.0429 0.0535 0.0832 0.1294 0.2012 0.3128 0.4863 0.7562 1.1758

3 50 0.03644 0.037 0.0439 0.053 0.0639 0.077 0.0928 0.1119 0.1627 0.2364 0.3436 0.4995 0.7259 1.0552 1.5337

Governing equation, h = k em χ ; h = Pressure drop (kg/cm²);  χ = Flow rate (m³/hr); K = Pressure drop constant;  
m = Flow constant (for k & m value refer table)
Note: Filters are tested under standard laboratory test conditions.

Jain Super Flow® - Classic

Nominal  
Flow Rate

Inlet / Outlet 
Connection A B C

m³/hr gpm inch mm mm mm

20 88 2” 375 115 117

25 110 2” 490 260 130

30 132 2½” 490 260 130

40 176 2½” 560 100 145

50 220 3” 570 100 145
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JPSF 2'' 25 m³/hr

JPSF 2.5'' 30/40 m³/hr

JPSF 2'' 20 m³/hr

JPSF 3'' 50m³/hr

Dimensional Specifications


